
TRICOR
™ 

M FR CR,
Premium, Fire-Retardant, Fiber Glass/Polyester-Reinforced,  

APP Mineral-Surfaced Cool Roof Cap or Flashing Sheet,

Ceramic-Coated Roofing 
Granules With Factory-Applied
Cool Roof Coating

Fine Mineral
Surfacing

Fire-resistant 
APP Modified
Asphalt

Fiber Glass/Polyester 
Reinforcement

RS-4310   3-16 (Replaces 11-14)

Energy and the Environment

CR
RC

®
*

Test Initial 3-Year Aged**
Reflectivity (ASTM C 1549) 0.83 0.77
Emissivity (ASTM C 1371) 0.90 0.88
Rated Product ID: 0662-0007a   Licensed Manufacturer ID: 0662   Classification: Production Line

LE
ED

® Solar Reflectance Index (SRI) - E 1980 104 95
Recycled Content 0%

* Cool Roof Rating Council ratings are determined for a fixed set of conditions, and may not 
be appropriate for determining seasonal energy performance. The actual effect of solar 
reflectance and thermal emittance on building construction may vary.
Manufacturer of product stipulates that these ratings were determined in accordance with 
the applicable Cool Roof Rating normal procedures.

** Tested in accordance with Rapid Ratings D7897.

Peak Advantage® Guarantee Information
Systems Guarantee Term
Dependent on system* Up to 30 years

*Contact JM Technical Services for specific system requirements or guarantee terms.

Codes and Approvals

MEMBRANE FOR ROOFING SYSTEMS AS
TO AN EXTERNAL FIRE EXPOSURE ONLY
SEE UL DIRECTORY OF PRODUCTS CERTI-

FIED FOR CANADA AND UL ROOFING
MATERIALS AND SYSTEMS DIRECTORY

58P9

TESTED ACCORDING TO 
ASTM D 3909

In case of medical emergency, 
call (800) 654-3103

R10167

Johns Manville 
717 17th St.   •   Denver, CO 80202   •   (800) 654-3103   •   (303) 978-2318 FAX
www.jm.com   •   www.jmcoolroofs.com

Initial Weathered
Solar Reflectance 0.76 Pending
Thermal Emittance 0.85 Pending

Rated Product ID 0662-0007

Licensed Manufacturer ID 0662

Classification Production Line

Cool Roof Rating Council ratings are determined for a fixed set of conditions, and may not be
appropriate for determining seasonal energy performance. The actual effect of solar reflectance
and thermal emittance on building construction may vary.

Manufacturer of product stipulates that these ratings were determined in accordance with the
applicable Cool Roof Rating normal procedures.

PRODUCT SAFETY INFORMATION
ASPHALT–ROLLED  ROOFING WITH FIBER GLASS

• CAN CAUSE RESPIRATORY, SKIN AND EYE IRRITATION.
• FORMALDEHYDE MAY CAUSE SENSITIZATION.

PRECAUTIONARY MEASURES
• Avoid breathing dust and contact with skin or eyes.
• Wear gloves, eye protection and long-sleeved, loose-fitting clothing.

FIRST AID MEASURES
• Eye contact: Flush eyes with water to remove dust. If symptoms persist, seek 

medical attention.
• Skin contact: Wash affected areas gently with soap and warm water.

For additional information refer to the material safety data sheet (MSDS) available from:

• PEUT CAUSER DE L'IRRITATION DE L'APPAREIL RESPIRATOIRE, 
DE LA PEAU ET DES YEUX.

• LE FORMALDÉHYDE PEUT CAUSER  UNE SENSIBILISATION.

MESURES DE PRÉVENTION
• Éviter l'inhalation des poussières et tout contact avec la peau et les yeux.
• Porter des gants, des lunettes, et des vêtements amples à manches longues.

MESURES DE SECOURS D'URGENCE
• Contact avec les yeux: Rincer les yeux à l'eau pour en enlever les poussières. Si les

symptômes persistent, consulter un médecin.
• Contact avec la peau: Laver les parties affectées doucement à l'eau chaude et du savon.

Pour de plus amples renseignements, consulter la Fiche de santé-sécurité (FDSS) disponible auprès de:

• PUEDE PRODUCIR IRRITACION DE LAS VIAS RESPIRATORIAS, DE LA 
PIEL Y LOS OJOS.

• EL FORMALDEHÍDO PUEDE CAUSAR SENSIBILIZACIÓN.

MEDIDAS DE PRECAUCION 
• Evite respirar el polvo, y el contacto con la piel y los ojos.
• Use guantes, protección de la vista, y ropas sueltas de mangas largas.

MEDIDAS DE PRIMEROS AUXILIOS
• Contacto con los ojos: Lave los ojos con agua para remover el polvo.  Si los sin-

tomas persisten, consulte con un médico.
• Contacto con la piel: Lave las áreas expuestas ligeramente con jabón y agua.
Para obtener información adicional consulte la hoja de datos sobre seguridad de los materiales
(MSDS) que se encuentra disponible en:

Johns Manville Product Information Center P.O. Box 5108, Denver, Colorado 80217-5108 
U.S. or Canada: (800) 654-3103 or call collect: (303) 978-4900

Internet: http://www.jm.com   E-mail: ProductInfoCtr@jm.com MSDS 3005 
Label RR-03 L3005

Issue Date 09/15/03

WARNING: This product contains a chemical known to the State of California 
to cause cancer.

Transport
and Store
Upright

• UL® Class A ratings may be obtained in numerous constructions,  
 both new and re-roof at slopes up to 1" per foot (83 mm/m).

Meets the requirements of ASTM D 6223, Type II, Grade G

Product Application

Cold Applied Heat Weld

• Refer to JM APP modified bitumen specifications and detail 
drawings for application and slope information.

Packaging and Dimensions  

Roll Width 39 ³⁄8" (1 m)
Roll Length 34' 1" (10.4 m)
Roll Coverage* 99.5 ft2 (9.2 m2)
Roll Weight 122 lb (55.3 kg)
Rolls per Pallet 20
Pallets per Truck** 19

*Assumes a 4" side lap.
** Assumes a 48' flatbed truck.

This is a special order product. Contact your JM Sales  
Representative about availability and lead times.

Features and Components
TRICOR M FR CR is used as a premium cap or flashing sheet in APP 
multi-ply roofing systems.
Ceramic-Coated Roofing Granules With Factory-Applied Cool 
Roof Coating: The cool roof technology combines the proven UV 
protection of ceramic-coated granules with a highly reflective 
coating, offering long-term performance and potential energy 
savings. Colors: White only.

Premium APP Polymer and Asphalt Blend: Provides an extremely 
durable sheet with excellent weathering characteristics, flexibility 
and dimensional stability for ease of handling and quick installations. 
The FR blend contains additional fire retardant additives.
Fiber Glass/Polyester Reinforcement Mat: Combines the excellent 
tensile strength, toughness and puncture resistance of a polyester 
mat with the dimensional stability and lay-flat characteristics of 
fiber glass.
Surfacing: Fine mineral parting agent on the bottom side. Enables the 
product to be applied using cold adhesive or heat welding.

System Compatibility  This product may be used as a component in the following systems. Please reference product application for specific installation methods and information. 
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HA CA CA HW HA CA HW SA MF FA MF FA MF FA BA

Compatible with the selected Multi-Ply systems above Do not use in Single Ply systems

Key:   HA = Hot Applied   CA = Cold Applied   HW = Heat Weldable   SA = Self Adhered   MF = Mechanically Fastened   FA = Fully Adhered   BA = Ballasted

Component

Type

CS
Cap Sheet

FL 
Flashing

M 
Membrane

Multi-Ply

Refer to the Safe Use Instructions and product label prior to using this product. 
The Safe Use Instructions are available by calling (800) 922-5922 or on the Web at  
www.jm.com/roofing.

Colors: White only.



TRICOR
™ 

M FR CR
Premium, Fire-Retardant, Fiber Glass/Polyester-Reinforced

APP Mineral-Surfaced Cool Roof Cap or Flashing Sheet

Meets the requirements of ASTM D 6223, Type II, Grade G

RS-4310   3-16 (Replaces 11-14)

Refer to the Safe Use Instructions and product label prior to using this product. 
The Safe Use Instructions are available by calling (800) 922-5922 or on the Web at  
www.jm.com/roofing.

Tested Physical Properties

Physical Properties
ASTM  

Test Method
Standard for ASTM D 6223, 

Type II, Grade G

TRICOR M FR CR

MD*   XMD**
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Tear Resistance @ 73.4° F D 4073 / 5147 ≥ 180 lbf 545 lbf 564 lbf
Peak Load at 0°F (-18°C) D 5147 ≥ 200 lbf/in-width 384 lbf/in-width 404 lbf/in-width

Peak Load at 73.4°F (23°C)
Unconditioned D 5147 ≥ 100 lbf/in-width 204 lbf/in-width 181 lbf/in-width
90-Day Heat Conditioned D 5147 / 5869 ≥ 100 lbf/in-width 329 lbf/in-width 326 lbf/in-width
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Low Temp. Flexibility  
@ 180° on 1" Mandrel (Pass-Fail)

Unconditioned D 5147 Pass @ 32° F "none of the  
specimens show cracking"

Pass
90-Day Heat Conditioned D 5147 / 5869 Pass

Low Temperature Unrolling (Pass-Fail) Unroll in 4-6s;  
Visual Inspection in "unrolled" position D 5636 Pass @ 41° F "none of the  

specimens show cracking" Pass

Compound Stability - 2 hr 15 min @ 230° F (Pass-Fail) D 5147 Pass "no failures showing signs of 
flowing, dripping, or drop formation" Pass

Granule Loss D 4977/5147 2 g (0.07 oz) NA
Thickness D 5147 ≥ 160 mils 180 mils
Bottom Coating Thickness D 5147 ≥ 40 mils 60 mils
Water Absorption - water by distillation D 5147 / 95 ≤ 3.2 % 1.4%
Moisture Content - water by distillation D 5147 / 95 ≤ 1 % 0.2%
Ultimate Elongation at 73.4°F D 6222
Elongation at Peak Load @ 0° F D 5147 ≥ 3 % 5% 5%

Elongation at Peak Load @ 73.4° F
Unconditioned D 5147 ≥ 3 % 6% 5%
90-Day Heat Conditioned D 5147 / 5869 ≥ 3 % 5% 6%
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n Dimensional Stability - 24 hr @ 176° F D 5147 / 1204 ≤ 1 % 0.2% <0.1%

Net Mass per Unit Area D 146 ≥ 90 lb/100 ft2 109 lb/100 ft2

*MD = Machine Direction
**XMD = Cross-Machine Direction

Note: All data represents tested values.


